German Technology

Intelligent Curtain Motor Product Instruction

I Safety Precautions

1. The weight of the hanging curtain should not
exceed the maximum weight of the electric
opening and closing curtain system.

2. The top environment of the installation track
must be able to bear all the weight of the track,
motor and curtain cloth.

Please read this instruction manual carefully
before using the product and keep it properly.
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3. The motor needs to be installed near the end of
the power supply.

4. Please install the electric opening and closing
curtain system horizontally, not vertically or in
uneven places.

5. Do not allow children to operate alone, so as not
to drag the curtain hard and cause accidents.

@ Product Parameters

Motor type NCL12 Motor Power |80W

Motor Voltage | 100-240V Motor torque |2.0N

protection class| P41 Motor current| 0.3A

Insulation class | E Max length | 12m

Moving speed | 90rpm Max load 75Kg

Motor size 88mmx51mmx303mm

I Function Description
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i Motor Assembly Steps

-

2. The motor drive shaft is
aligned with the flat hole

. Check whether the
boltisin the graphic
position. If not, please
move the bolt to the left.

4.Pull the card bolt to the
right and fasten it.

3. Insert the motor drive
shaft into the flat hole of

the main gearbox gear and
adjust it to the same position.

@ Motor Disassembly Steps

1. Pull down the card latch  2.Remove the motor down.
and push to the left.

@ Remote Control Pairing Step
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of the main gearbox gear.

. Press the set button of the
motor for about 5 sec, the
LED light and then release.

. Press the “Left Select” or
“Right Select” button on the
remote control to select the
remote control channel.

After confirming the remote
control channel, press the

set button on the back of the
remote control. The LED is off,
means study code successfully.

@ Unpair Step

Press the set button of
motor for about 5 sec, the
LED is on, then release ,
press the set button about
7 sec again, the LED will
be off which means that
the remote control memory
is cleared.

Press set button of motor
for about 15 sec until the
LED flashes and then
release the button, the
motor will run in reverse.

@ Intelligent Central Control

1. Dry contact mode, contact time is more than 0.5 sec.

2. The following three dry contact control methods are
available for customers to choose, customers indicate
when ordering: or mode A, or mode B, or mode C.

Intelligent Weak Electricity
Dry Contact Control Mode A
5 common
5-2 open
5-3 close
5-4 stop




Intelligent Weak Electricity
Dry Contact Control Mode B

5 common
5-2 open
5-3 close
5-2-3 stop

Intelligent Weak Electricity
Dry Contact Control Mode C

5 Common
second 5-4 |stop

first 5-4 |open third 5-4 | open

second 5-3 | stop

second 5-3 |stop

first 5-3 |close third 5-3|close

second 5-4|stop

Motor Wiring Diagram

1. 3 Wires

AC-N
AC-L

2.6 Wires

@ ICommon

AC-N
AC-L

485 Mode Control Method

485 interface
(only for 485 motor)

-

. The 485 protocol can be provided by us or
customized according to the protocol provided
by the customer.

2. The 3 pin of the interface is the "A+" pin, and the

2 pin of the interface is the "B-" pin.

3. If you need to start the 120 ohm capacitor built
into the motor, connect Pin 4 and A + of the 485
interface; if not enabled, please do not connect.

4. The dry contact mode of 485 motor is only

mode C.

Motor Networking

1. Scan the QR code or
search for “Graffiti Smart”
app in the app store to
download and register for
the graffiti account.

2. Open the “My Home”
interface of the graffiti smart

app and click the “+” icon in
the upper right corner.
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4. Power on the Wi-Fi motor
that needs to be equipped with
the network. Press the set
button of the motor, the blue
light is on, then release it.
Press the set button again,
the blue light flashes quickly.

3. Android system select
"Small Home Appliances" -
"Curtains (others)" ; I0S
system select "Small Home
Appliances" - "Curtain
(other)" or "Curtain".
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5. After confirming the

indicator rapidly blink,
click Next.

6. After entering the Wi-Fi
passwort, click Next.
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8. The device added
successfully, click Done.

7. Adding device...

If the time is over, please
follow the above steps to
re-operate.

Interface Description
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Voice Control Method

Tuya smart motor supports Amazon Alexa, Google home

etc control.

Voice Control Method:
1. Network the smart curtain motor through the “Tuya
Smart”app.

2. Bind the Tuya smart account to the APP corresponding

to the voice assistant to perform voice control.

calibration, etc.

TuyaSmart Docking Amazon Alexa

1. Download the “Amazon Alexa” app and add the requ-
ired docking Alexa according to the prompts (the voice
assistant needs to be connected to the same wifi with the
curtain motor).

2. Open the " Amazon Alexa " app, Tap “Skills&Games” in
the hamburger menu, then search “TuyaSmart”. Select
“TuyaSmart” and tap “ENABLE” to enable the Skill.

3. You will be redirected to the account link page. Type in
your TuyaSmart account and password, don't forget to
select the country/region where your account belongs to.
Then tap “Link Now” to link your TuyaSmart account.

4. After the authorization is successful, the Tuya smart will
automatically connect to the paired smart curtain motor,
click on the device synchronization, you can start to use
the Alexa voice control the electric curtain.

TuyaSmart Docking Google Home

1. Download the “Google Home” app and add the required
docking Google home according to the prompts (the voice
assistant needs to be connected to the same wifi with the

curtain motor).

2. Open the " Google Home " app. On the homepage of
Google Home app, click the button in the lower right corner,
select “MORE SETTING”, select “Home CONTROL” under
the list of “ASSISTANT”, and then click the plus sign in the
lower right corner.

3. Find "TuyaSmart " in the list. In the new window, select
your TuyaSmart account's region, type your TuyaSmart
account and password, then tap “Link Now”. After you
assign rooms for devices, your devices will be listed in the
Home Control page.

4. After the authorization is successful, the Tuya smart will
automatically connect to the paired smart curtain motor,
click on the device synchronization, you can start to use
the Google home voice control the electric curtain.



